
SURFSIGHT   AI -12 CONNECTED CAMERA SPECTM

Network Data Global Bands

WiFi Ability to act as hotspot or connect to WiFi Access Point

GPS GPS AGPS

Cameras Road-facing and Driver-facing cameras

Front Camera 1080P HD adjustable viewing angle FOV(D)140°

Additional Cameras Ability to connect up to 4 additional cameras, wired and WiFi 

Driver Facing Camera 720P HD with integrated IR and adjustable viewing angle

Sensors

! Distracted Driver
! Braking
! Acceleration
! Speeding
! Sharp Turns

! GeoFence
! Event Trigger Button
! Tamper Alerts
! Jolt

Battery/Hibernation Integrated battery, upon power disconnect camera will enter standby and will only record 
event and video if there is a sudden jolt when the car is turned off

Operating 
Temperature* 

Operating: -32°F to 158°F (0°C to 70°C)
Storage: 14°F to 185°F (-10°C to 85°C)

Anti-Tampering SD card and SIM card are locked and tamper resistant

Power Hardwire kit is supplied with the AI-12 for continuous power. Optional to connect through 
OBD power adapter cable. (12-24V) 

Storage/Memory 128GB High Endurance Industrial SD card is supplied with the AI-12. The AI-12 support up 
to 512GB.

Over the Air Upgrade Supported

Speaker/Audible Alerts Built-in speaker for alerts and coaching

Warranty 24 month limited

Record Button Enables drivers to capture events with the push of a button

Processor Qualcomm® Snapdragon™ Quadcore Processor
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* In case the operating temperature is 
out of range, the dashcam will not start 
and will resume operation after reaching 
normal operating temperature.
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